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SSB-2010 
 Professional Underwater Communication System 

Aquacom SSB-2010 Diver  Transceiver  
 
The SSB-2010 Diver Transceiver is a “High 
Power-Multichannel”  Single Sideband, 
diver worn unit. It provides clear communi-
cations, diver-to-diver, diver-to-surface or 
vice versa. The SSB-2010 offers many of 
the same features found on the SSB-1001B. 
Included are four channels, underwater  
adjustments, state-of-the-art Digital Signal 
Processor and custom integrated circuits 
guaranteeing performance and intelligibility 
second to none. 
Adjusting the unit is exactly the same as the 
SSB-1001B. It can be completely adjusted, 
on the fly, while underwater. A voice menu 
ensures the diver always knows what set-
tings are selected. The package consists of a 
transceiver, transducer, SP-8 eight cell AA 
battery holder, Hi-use connector, carrying 
case and operators manual. A number of 
earphone/microphone assemblies are avail-
able. This means you can use the SSB-2010 
with virtually any full face or mouth mask. 
A proprietary Squelch circuit allows the 
user to adjust for man made or marine bio-
logical noise. The SSB-2010 can also utilize 
the CDK-6 Surface Accessory Kit. This 
combination would give you a compact sur-
face station. In all, the SSB-2010 will allow 
the user options and reliability never before 
offered at an affordable price. 

Specifications 
 
ACOUSTIC OUTPUT POWER:  3 Watts 
NOMINAL RANGE :   Calm sea: Greater than 1500 meters.  
      Sea state 6: 200 Meters. 
TRANSMISSION TYPE:   Untrasound using  upper single sideband. 
REFERENCE FREQUENCY:  32.768 kHz. 
AUDIO BANDWIDTH:   300 Hz to 4000 Hz 
AUTO. GAIN CONTROL:   120 dB dynamic range. 
TRANSDUCER:    Piezoelectric type. 
OPERATING DEPTH:   130 feet of seawater. Max. depth: 400’. 
BATTERY TYPE:    8-AA Alkaline batteries or optional Nicad battery pack. 
CONNECTOR TYPE:   1/2 hardened naval brass, gold plated pins (Hi-Use). 
HOUSING:     Injection molded high impact glass filled Nylon plastic. 
HOUSING DIMENSIONS:  Height: 7.60”; Width: 3.55”; Depth: 1.80”. 
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SSB-2010 &  CDK-6 Surface Accessory Kit 
 
The CDK-6 was designed to allow a topside tender to convert a 
diver transceiver into a portable surface station. After a quick 
and easy installation, you can talk to the divers and or surface 
stations within range and on the same frequency. 
The kit is easy to install taking only seconds. It consists of (1) 
headset with boom microphone and a transducer cable. 
Once you have made the installation, you simply control the 
diver unit via a built in push-to-talk (PTT) control located on 
the headset. You have complete control of your settings such 
as: VOX, PTT, Squelch, Earphone Volume and channel selec-
tion. If you decide to use the transceiver for a diver, simply re-

EMA-2 Ear/Mic. Assembly 
 
(Note: MKII AGA not included) 
EMA-2 Earphone/Microphone assembly is 
compatible with virtually all MK II AGAfull 
face masks. It consists of dual ear-phones, 
earphone holders, Push-to-talk control, Hi-
Use connector, AGA cover plate and a Hot-
Mic element. 

STX-101 Aquacom Sur face Station 
 
The STX-101 is a four channel, through-
water surface station designed to operate 
with Aquacom SSB-2010 transceivers. 
STX-101 is also compatible with all Buddy 
Phone transceivers on the same frequency 
(typically channel 1), SSB-2001, SSB-
1001B or any single sideband transceiver on 
the same channel. 
The STX-101 comes standard with a 35’  
transducer cable, transducer, hand-held mi-
crophone and operators manual. It operates 
on two 6 volt alkaline lantern batteries with 
springs or two RB-6V optional rechargeable 
batteries. An optional headset with boom 
microphone (THB-101) is available when 
privacy is desired. 


