| mpulse Penetrators

For maximum reliability the number of
connections in a system should be reduced to a
minimum.

This approach should be exercised even more
stringently in the harsh underwater environ-
ment.

With this objective in mind Impulse have pro-
duced arange of high reliability water blocked
penetrators.

These products replace what is normally a con-
nector application with a straight through
wired connection.

The range includes an attractive selection of
miniature penetrators for compact instrumenta-
tion.

All units are water blocked up to 10,000 PSI.
These penetrators offer a significant cost sav-
ing compared with the standard bulkhead/in
line connector combination.

Penetrator cable type and length can be sup-
plied to customer requirement.

Titan Range Features:

-Wet/dry pluggable metal shell

-Positive polarizing key

-Designed for the most rugged applications
-Developed for and approved by the US Navy

High Density Metal Shell Features:
-High contact count in small shell size
-Metal to metal key for positive alignment
-Oil filled assemblies

-Open face pressure rated to 5.000 PSI

Geophysical Connector Series:

-The most reliable and cost effective geophysical con-
nectors

-Design based on oceanographic connectors
-Individual seal on each contact

-Increased reliability reduces down time
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The Impulse range of penetrators,

available from PDM, offer the system designer
the maximum operational reliability. These
fully water blocked components completely
remove connector characteristics from the me-
chanical interface.

Penetrators have found extensive use in critical
applications such as submarines and submersi-
bles.

Epoxy. Rubber Molded Connector Features:
-Rubber/Polyurethane molded cable
-Noncorrosive connectors

-Field installable version available

-Used in long term deployments

-Impulse stock item
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