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The Mosa Engine Dr iven Welder  TS 300 
SXH/EL is: 
*  Electronic regulation of welding current 
*  Remote control (option) 
*  Auxiliary power (7,5 kVa) available 
 while welding 
*  Ground fault interrupter protection 
*  Modern, fuel efficient, diesel engine 
*  Engine protection )oil pressure/ 
 temperature) 
*  Running gear (optional) 
*  Complies with EEC directives 
 
Standard equipment: 
*  Diesel engine 
*  Air Cooling 
*  Electric starter 
*  Battery 12V 
*  Battery charge indication 
*  Hour counter 
*  Engine protection 
*  Oil pressure indicator 
*  Low fuel indicator 
*  Central lifting eye 
*  A-synchronous generator 
*  Ground fault interrupter 
*  Socket 400V EEC 
*  Socket 230V EEC 
*  Fuse 

Technical specifications: 
D.C. Welding 
Current range, continuous 20-250A 
Open circuit voltage  70V 
Duty cycle (intermittent) 250A-60%., 200A-100% 
Electrode diameter  2-6 mm 
A.C. Generation  50 Hz, asynchronous, three-phase, self-excited, self regulated, brushless 
Three-phase generation 7.5 kVA/400V/10.8A 
Single-phase generation 5 kVA/230V/21.7A 
Single-phase generation  2.5 kVA/110V/22.7A (option) 
Single-phase generation 5 kVA/48V/104A (option) 
Duty cycle   100% 
Insulating class  H 
On request other voltages and frequencies (60 Hz) 
Engine   Diesel, 4-stroke, air cooled Type Ruggerini RD 180 
Output*   11 kW (15HP) 
Speed    3000 rpm 
Displacement   754 cm3 
Cylinders   2 
Fuel consumption  250 g/kWh 
*Max. output (not overloadable) according to Din 6271B (ISO 8528) 

Optional: 
-Plug 400V 32A 3 PNT (T) 
-Plug 230V 32A or 16A 2PT (M) 
-Plug 110V 32A or 16A 2PT (M) 
-110V or 48V 
-Welding cables K200 (20+15m, 35 mm2) 
-Remote control TC2/TC4 with cable 20 m 
-Earthing kit MT10 
-Trolley CTM300 
-Site tow CTL300 
-Toad tow CTV3 
 
General Specifications 
Tank capacity  23 L 
Running time  11 h 
Protection  IP23 
Dimensions*   L x W x H:  
   1320 x 780 x 780 
Weight*  325 kg 
Noise level**  99 LWA (74 dB(A)) 
*Dimensions and weight are inclusive all parts without 
wheels and tow bar 
**LWA conforms to EEC directives 535/536, dB(A) at 7 m 
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General Specifications 
Tank Capacity:  26L 
Running time on one fill: 9 hours 
Protection:   IP23 
Dimensions* l x w x h (mm): 1400 x 850 x  
    840 
Weight*:   445 Kg 
Noise Level**:   94LWA  
    (69 dB (A)) 
*Dimensions and weight are incl. all parts, 
excl. trailer and towing bar. 
** LWA in accordance with EEC line of  
actions 535/536, dB(A) on 7 m. 
 
Hydraulic unit fitted out with: 
*Double gear pump, output 20/30 l/min. 
*Working pressure 0-150 bar 
*Tank Capacity 25 L. 
*Electrical controlled valve block with pres-
sure safety and HTMA quick connective 
couplings 
*Turn on/turn off happens by 3 pushbuttons 
on the machine. Optional: 20 or 30 L/min. 
*Hydraulic system protected against  
contaminated oil filter and low oil level. 
*Hydraulic system fitted out with oil cooler 
for continuous use. 

The Mosa Engine Driven Welder TS300 SX/
EL-HI is: 
 
* Multi-functional 
* Welding/Electric/Hydraulic 
* Sound-silenced 
* 2-Cylinder diesel engine 
* Engine protection (oil pressure/ 
 temperature) 
* Arc force 
* 30l/min, 150 bar 
* Perfect in combination of hydraulic 
 hand tools 
 
Standard equipment: 
- Diesel engine 
- Air-cooling 
- Electric starter 
- Battery 12V 
- Battery charge indication 
- Hour counter 
- Engine protection 
- Oil pressure indication 
- Fuel indicator 
- Central lifting eye  
- A-synchronous generator 
- Ground fault interrupter 
- Socket 400V EEC 
- Socket 230V EEC 
- Fuse 
- Voltmeter 

Technical Specifications: 
D.C. Welding 
Current range, continuous 20-300 A 
Open circuit voltage:  75V 
Duty cycle (intermitt.)  300A-60%, 250A-100% 
Electrode diameter:  2-6 mm 
A.C. Generation  50 Hz, a-synchronous, 3-phase,  
    self-excited, self-regulated,  
    brushless 
3 Phase Generation:  10 kVa/400V/14.5A 
One Phase Generation: 5 kVa/230V/21.7A 
One Phase Generation: 2.5 kVa/110V/22.7A (optional) 
One Phase Generation: 5 kVa/48V/104A (optional) 
Duty cycle:   100% 
Insulating class:  H 
Engine   Diesel, driven cooled air engine 
Type    Ruggenrini RD210 
Output*:   14 kW (19 HP) 
Linear Speed:   3000 rpm 
Displacement:  954 cm3 
Cylinders:   2 
Fuel consumption:  245 g/kWh 
*Max. power according DIN 6271 B (ISO8528) 

Optional: 
-Plug 400V 32A 3 PNT (T) 
-Plug 230V 32A 2 PNT (Y)T) 
-Plug 230V 16A 2 PT (M) 
-Welding cables K400 (20+15 m, 50 mm) 
-Remote control TC2/TC4 with 20m cable 
-Auxiliary current 110V or 48V 
-PHI7 hydraulic hoses (I=7m) 
-Site tow CTL22 
-Road tow CTV3 
-Earth kit, incl. 5 m cable MT10 


