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Hytech runs the complete line of analyzers made by Scottish Anglo. These analyzers take the 
guessing out of atmosphere control in hyperbaric systems. 
The analyzers provide complete monitoring of oxygen, carbon monoxide, carbon dioxide, humid-
ity, temperature, pressure etc. 

Analox 101 

ANALOX 101 
A development of the Analox 100, the 101 is 
fitted with audible and visual oxygen alarms 
which are fully adjustable for both high and 
low alarm functions. 
The same large digit LCD as used in the 
Analox 100 is utilized for optimum  
readability. A mute button is fitted to silence 
the audible alarm but this does not affect the 
function of the 2 very high intensity red LED's 
which indicate whether the alarm is high or 
low oxygen. 
The Analox 101 is specifically designed for 
monitoring the oxygen content of the gas mix-
ture as it goes to the 'bell'. 
 
ORDERING NUMBER: 
SA 101     (with LCD) 

ANALOX 1000 
(Sensor Not Included) 
The Analox 1000 Oxygen Monitor is  
complete with high and low audible and  
visual alarms, dual resolution, range of  
voltages 4,5 digital display. 
 
ORDERING NUMBER: 
SA1 A01R (Rack Mount) 
SA1 A01P (Panel Mount) 
 
Descr iption 
·  Analox 1000 with High & Low Audio Vis-

ual Alarms 
·  Dual Resolution 
·  97-260V AC, 9-33V DC, 12-24V AC 
·  41/2 Digital Display 
·  0-1 Volt Output           

Analox 1000 
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ANALOX 4000  
TEMPERATURE MONITOR 
(Sensor Not Included)     
The Analox 4000 Temperature Monitor is complete 
with high and low audible and  
visual alarms, dual resolution, range of  
voltages 4,5 digital display. 
 
ORDERING NUMBER: 
SA1 A14PA Air Temp (Panel Mount) 
SA1 A14PW Water Temp (Panel Mount) 
SA 1 A14RA Air Temp (Rack Mount) 
SA 1 A14RW Water Temp (Rack Mount) 
 
Descr iption: 
- Analox 4000 with High & Low Audio Visual 
 Alarms 
- Dual Resolution 
- 97-260V Ac, 9-33 DC, 12-24 AC 
- 4 1/2 Digital Display 
- 0-1 Volt Output 

Analox 4000 

ANALOX 6000 
PRESSURE/DEPTH MONITOR 
(Sensor not included) 
The Analox 6000 Pressure/Depth Monitor is com-
plete with high and low audible and  
visual alarms, dual resolution, range of  
voltages 4,5 digital display. 
 
ORDERING NUMBER: 
SA 1 A15R (Rack Mount) 
SA 1 A15P (Panel Mount) 
 
Descr iption: 
- Analox 6000 complete with High & Low Audio 
 Visual Alarms 
- Dual Resolution 
- 97-260V AC, 9-33V DC, 12-24V AC 
- 4 1/2 Digital Display 
- 0-1 Volt Output 

Analox 6000 Pressure/Depth Monitor 

ANALOX 5001 CO2 MONITOR 
(Transmitter not included) 
The Analox 5001 CO2 Monitor is complete with 
high and low audible and visual alarms, dual reso-
lution, range of voltages 4,5 digital display. 
 
ORDERING NUMBER: 
SA1 A03R Display Module (Rack Mount) 
SA1 A03P Display Module (Panel Mount) 
 
Descr iption: 
Standard Features  
- 4 1/2 Digit LED Display 
- Dual Resolution Except on PPM range 
- 0-1V Output 
-  110V  - 240V AC Operation 
- High and Low Audio Visual Alarms 


